
Dial \owmeters

Just Flow C \owmeters can be used in medical facilities with an available gas piped network.

Materials: Anodized aluminium, ABS, stainless steel and chromed-plated brass

Outlet connection: DISS 9/16", side nozzle for \exible hoses (\ow selector version)

Supply: 4,5±0,5 bar

Calibration: 101,3 kPa and 23ºC

Precision: Q=1,5 l/min ≈ ±30% Q>1,5 l/min ≈ ±20%

Available 3ows: 0 to 2 lpm 0 - 0,1 - 0,25 - 0,5 - 0,7- 0,9 - 1 - 1,1 - 1,3 - 1,6 - 1,8 - 2

0 to 4 lpm 0 - 0,2 - 0,4 - 0,6 - 0,8 - 1 - 1,5 - 2 - 2,5 - 3 - 3,5 - 4

0 to 6 lpm 0 - 0,2 - 0,4 - 0,6 - 0,8 - 1 - 1,5 - 2 - 3 - 4 - 5 - 6

0 to 8 lpm 0 - 0,3 - 0,6 - 1 - 1,5 - 2 - 3 - 4 - 5 - 6 - 7 - 8

0 to 15 lpm 0 - 0,5 - 1 - 2 - 3 - 4 - 5 - 6 - 8 - 10 - 12 - 15

0 to 30 lpm 0 - 1 - 2 - 4 - 6 - 8 - 10 - 12 - 15 - 20 - 25 - 30

0 to 50 lpm 0 - 3 - 6 - 10 - 15 - 20 - 25 - 30 - 35 - 40 - 45 - 50

0 to 70 lpm 0 -20 - 25 - 30 - 35 - 40 - 45 - 50 - 55 - 60 - 65 - 70

Dimensions: Simple model: Ø40 x 56 mm

Double output model: Ø40 x 76 mm

Weight: Simple model: 85 gr

Double output model: 140 gr

Standards: In compliance with 93/42/EEC

In compliance with UNE-EN ISO 15002

TECHNICAL SPECIFICATIONS

Just Flow C Features

• Turning the top control button the operator can select the \ow that 
will be supplied by its inferior connection. This selection appears in the 
front display. Models available for oxygen and medical air with 2, 4, 6, 
8, 15, 30, 50 or 70 l/min top range.

• Models available with a direct outlet to a humidi[er bottle and with 
a \ow selector which, turning a little front handle, diverts the 
humidi[er \ow towards a front nozzle for \exible hoses.

• It can be provided individually or on a dual version, and it can be 
mounted either with a direct connector, a clamp to a rail or a Ø38.0 
mm bar \ange. It is supplied by a \exible hose with different 
European and American connectors (see Just Plug: Connectors and 
Outlets).
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Just Flow C + Connector 11CLSXDN15 11CLSXNF15 11CLSXBS15

Just Flow C with selector + Connector 11CLUXDN15 11CLUXNF15 11CLUXBS15

Just Flow C Double mounting 11CRSXDN15 11CRSXNF15 11CRSXBS15

Just Flow C Double/M - with selector 11CRUXDN15 11CRUXNF15 11CRUXBS15

Just Flow C Rail - Knob clamp 13CPSXDN15 13CPSXNF15 13CPSXBS15

Just Flow C Rail - Pushbutton clamp 13CLSXDN15 13CLSXNF15 13CLSXBS15

Just Flow C Rail - with selector - Knob clamp 13CPUXDN15 13CPUXNF15 13CPUXBS15

Just Flow C Rail - with selector - Pushb. clamp 13CLUXDN15 13CLUXNF15 13CLUXBS15

Just Flow C Rail - Double/M - Knob clamp 13CTSXDN15 13CTSXNF15 13CTSXBS15

Just Flow C Rail - Double/M - Pushb. clamp 13CSSXDN15 13CSSXNF15 13CSSXBS15

Just Flow C Rail - Double/M-w/sel. - Knob. cl. 13CTUXDN15 13CTUXNF15 13CTUXBS15

Just Flow C Rail - Double/M-w/sel. - Pushb. cl. 13CSUXDN15 13CSUXNF15 13CSUXBS15

Just Flow C Ø38,0 mm \ange 14CLSXDN15 14CLSXNF15 14CLSXBS15

Just Flow C with selector to Ø38,0 mm \ange 14CLUXDN15 14CLUXNF15 14CLUXBS15

Just Flow C Double/M to Ø38,0 mm \ange 14CRSXDN15 14CRSXNF15 14CRSXBS15

Just Flow C Double/M - w/sel. to Ø38,0 mm \. 14CRUXDN15 14CRUXNF15 14CRUXBS15

DIN 13260 NF S90-116 BS 5682

1 Medical Air models, replace X with M (please consult our staff about other gases).

2 For other top of range replace 15 with 02, 04, 06, 08, 30, 50 or 70, depending on \ow rates of 2 lpm, 4 lpm, 8 lpm, 30 lpm, 50 lpm or 70 lpm (please 

consult our staff about other gases).

3 Please consult our staff about other gas standard.

4 Please consult our staff about other models.

Flow range 0 a 15,0 l/min references

BS 5682

NF S90-116

DIN 477


